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LUMINAIRE:

240 VOLT BALLAST

250 WATT HIGH PRESSURE SODIUM LAMP

3 %" oD.

R3'-9"

4 %" 0.

8'-11" RISE

MAST ARM TYPE: DAVIT.

f ALUMINUM LIGHT POLE

LUMINAIREZ

240 VOLT

INITIAL LAMP LUMENS: 6,400

1'-6"
ARM

40'—0" NOMINAL MOUNTING HEIGHT

1 CABINET NUMBER
CIRCUITS
1 POLE NUMBER

ALUMINUM POLE FINISH TO BE: GREEN

31'-1" POLE HEIGHT

14'-0" MOUNTING HEIGHT

7'-0"

5'-0"

BREAKAWAY CQUPLINGS WITH
DECORATIVE POLE BASE COVER.

BRI

\15' BOLT CIRCLE

AN E.PA. OF 1.6 SQ.FT. AND PROPER ICE LOADING.
2. ALUMINUM ALLOY 6063~T6 SHALL BE USED. -

TYPICAL POLE INSTALLATION

TAPERED ALUMINUM TUéE, ALLOY 8063-T6
0.250" MIN. WALL THICKNESS FOR SINGLE ARM POLES
——— FRANGIBLE _X_ NON—FRANGIBLE

1 INTERNAL VIBRATION DAMPER (FACTORY INSTALLED)
bn MOUNTED 24'—0" UP FROM BOTTOM OF BASE

- 70 WATT HIGH PRESSURE SODIUM LAMP
BALLAST

LE.S. TYPE: MC Hl LIGHT DISTRIBUTION
LENS TYPE: ROOFTOP OPTICS, CLEAR ACRYLIC

LAMP LIFE: 24,000 HOURS

POLE LETTERING GUIDE, BLACK CHARACTERS
ON._REFLECTIVE YELLOW _BACKGROUND

—_ FINISH TO BE GREEN WITH GOLD TRIM.

.“}=———FOUNDATION (SEE FOUNDATION DETAILS)

1. THE LIGHTING UNITS SHALL MEET AASHTO DESIGN CRITERIA. DESIGN
FOR 90 M.P.H. WIND WITH 30% GUST AND 75 POUND LUMINAIRE HAVING

LE.S. TYPE: MC Il LIGHT DISTRIBUTION
LENS TYPE: FLAT
INITIAL LAMP LUMENS: 28,000
LAMP LIFE: 24,000 HOURS
10" DAVIT ARM

DETAIL OF COACH LIGHT
*OR APPROVED EQUAL

DETAIL OF BASE OF LIGHT POLE
*OR APPROVED EQUAL

NOTES:

1. ALL DIMENSIONS ARE IN [NCHES (MILLIMETERS)
UNLESS OTHERWISE SHOW

2. MOUNTING HEIGHT IS DEFINED as THE
ANCE THE CENTERLINE OF
RN T a0 T o OF THE- ANCHOR. BASE.

3. TWO PIECE SHAFT WILL BE MATCHED MARKED
AND_INTERCHANGEABLE BETWEEN DIFFERENT
UNITS. FIELD DRILLING OF THE HOLES WILL
NOT BE ALLOWED.

4. THE_LIGHT POLE WILL MEET AASHTO DESIGN
CRITERIA AS SPECIFIED.

5. THE INSTALLING CONTRACTOR WILL PROVIDE A
UL LISTED GROUNDING CONNECTOR. BURNDY
K2C23, T&B SP4DL OR APPROVED EQUAL.

6. LIGHT POLES WILL NOT BE INSTALLED WITHOUT
MAST ARMS AND LUMINAIRES.

7. LIGHT POLES WILL BE SET PLUMB ON THE
FOUNDATION WITHOUT THE USE OF LEVELING
NUTS, WASHERS OR SHIMS.

8. LIGHTING UNIT IDENTIFICATION NUMBERS
SHALL BE_INSTALLED BEFORE THE LIGHTING
UNIT IS ENERGIZED.

147 (31.75) x 2' (50.8)
BOLT SLOT

HOLE FOR
10” (254.0) ¢ LIGHT POLE

14" (355.6)

ALLOY 356-T6

15 (381.0)
BOLT CIRCLE

14 (355.6)

LIGHT POLE BASE PLATE DETAIL
15 INCH (381.0) BOLT CIRCLE

TRAFFIC FLOW

HANDHOLE POSITION LETTERS AND NUMERALS

7" ABOVE GROUND LEVEL
POLE SHAFT

POSITION OF HANDHOLE AND
NUMERALS ON POLE
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